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SAILING DIRECTIONS CORRECTIONS

PUB 125               8 Ed 2004                      NEW EDITION
    (NGA) 27/04

PUB 193               9 Ed 2004                      NEW EDITION
    (NGA) 27/04

PUB 200               4 Ed 2002                      LAST NM 52/03
Page 167—Line 23/R; insert after:

0.0Two small islands, Recif Tottan and Recif Norsal, lie 7.5
miles NNW and 6.5 miles NW of Dumont d’Urville Station.
These islands have been reported (2004) to have a height of
1.9m.

(BA NM 8/04) 27/04

COAST PILOT CORRECTIONS

COAST PILOT 2               33 Ed 2004          Change No. 8
                                                                    LAST NM 26/04
Page 88—Paragraph 1209, line 1 to Paragraph 1211; read:

Note: Call signs and radio channels for drawbridges ...
(FR 2/26/04; CL 251/04) 27/04

Page 180—Paragraph 186, lines 3 to 4; read:
published by the Marine Meteorology Division, Naval
Research Laboratory, Monterey, CA 93943, and available on
the internet at https://www.cnmoc.navy.mil/. While this
study concentrates ...

(CL 637/01; CP 3/04) 27/04

Page 202—Paragraph 129, lines 4 to 7; read:
westernmost end. In February 2004, the controlling depths
were 10.5 feet (11.2 feet at midchannel) to the anchorage
basin, thence 9.6 to 13 feet in the basin, thence 10.5 feet to
the town wharf. The channel is well marked ...

(BPs 182676-80; CL 229/04) 27/04

Page 242—Paragraph 53, lines 6 to 8; read:
Breakwater Point. A light marks the outer end . In 2001, the
harbor had a controlling depth of 6.7 feet except for shoaling
to 4.8 feet along the southern edge and 1.5 feet ...

(CL 154/04; BP 182464) 27/04

Page 250—Paragraph 183, line 3; read:
feet. In 2004, the highway bridge was being demolished; a
new fixed highway bridge with a design clearance of 10 feet
was under construction at the same location, upon comple-
tion it will replace the demolished bridge and a temporary
highway bridge. The temporary highway bridge is in use just
south of the demolished bridge, and has a clearance of 9 feet.
About 100 yards upstream from the highway ...

(CL 272/04) 27/04

Page 252—Paragraph 204, lines 1 to 12; read:
There are no bridges over Providence River between

mouth and the principal wharves. In November 2003, a fix
highway bridge with a design clearance of 35 feet was und
construction close south of the Fox Point Hurricane Barrie
Point Street Bridge, about 0.3 mile above Fox Point, has
fixed span with a clearance of 7 feet. Two overhead pow
cables cross the river between this bridge and the Fox Po
Hurricane Barrier; least clearance is 60 feet. A fixed highw
bridge ...

(CL 1272/01; CL 1809/03;
CL 251/04; FR 2/26/04) 27/04

Page 265—Paragraph 58; read:
In March 2003, the controlling depths were 11 feet (12

feet at midchannel) to the junction with the Galilee branc
channel, thence 9.1 feet to the State Pier at Jerusalem, the
1.0 foot to the turning basin at Wakefield with 5.5 to 6 feet
the basin; deeper water can be carried in the channel fr
Jerusalem to Wakefield, however, local knowledge is a
vised. In March 2003, the east branch channel had a cont
ling depth of 12.2 feet to the State Pier at Galilee, then
11.2 feet to the end of the project at Buoy 3 southward
Little Comfort Island; the anchorage westward of Galile
had depths of 10 feet.

(CL 491/04; CL 495/04; BPs 183015-16;
BP 183026-30; BP 183034) 27/04

Page 268—Paragraph 82, line 7; read:
depth is about 20 feet. It is suitable only for small vessels

(CL 553/04) 27/04

Page 268—Paragraph 91, line 1; read:
Valiant Rock, with a least depth of about 20 feet, is sur

rounded ...
(CL 553/04) 27/04

Page 281—Paragraph 273, lines 7 to 10; read:
side of the river opposite Willow Point. In October 2002,th
controlling depth was 8.3 feet to the head of the project; t
anchorage basin had depths of 5.9 to 9.0 feet with les
depths ...

(CL 484/04; BPs 183009-14) 27/04

Page 332—Paragraph 132, line 8; read:
Noroton Neck. In April 2002, a depth of 4.5 ...

(CL 635/04; BPs 183341-43) 27/04

Page 334—Paragraph 155, lines 4 to 8; read:
the head of navigation at Mianus. In August 2003, the co
trolling depth was 6 feet at midchannel to the bascule ra
road bridge, thence 2.8 feet (4.8 feet at midchannel) to t
fixed highway bridge, thence 4.8 feet at midchannel (exce
for shoaling to 1.1 feet in the last 300 feet of the dredge
channel) ...

(CL 535/04; BPs 183105-07) 27/04
II-2.1
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Page 394—Paragraph 266, lines 6 to 8; read:
the harbor to the mouth of Matawan Creek. In August 2003,
the dredged channel had a controlling depth of 4.8 feet (6.0
feet at midchannel).

(CL 172/04; BPs 182590-91) 27/04

Page 394—Paragraph 267, lines 2 to 4; read:
Harbor, is used mostly by local craft. In December 2003, the
controlling depth was 4.0 feet to the first highway bridge,
thence 2.6 feet to the Route 35 highway bridge, ...

(CL 172/04; BP 182592) 27/04

Page 395—Paragraph 272, lines 9 to 11; read:
above the jetties. In September 2003, the controlling depth
was 5 feet, except an extensive severe shoal that bares gradu-
ally from about midchannel to the lower half of the east jetty.

(BPs 182600-02) 27/04

Page 406—Paragraph 60, lines 2 to 7; read:
in Tarrytown. In April 2004, the controlling depths in the
dredged channel in Tarrytown Harbor were 7.4 feet (7.9 feet
at midchannel) in the southwest connecting channel, thence
8.1 feet (8.7 feet at midchannel) in the northwest connecting
channel, and 6.5 feet (7.1 feet at midchannel) in the water-
front channel. An obstruction, ...

(CL 630/04; BPs 183323-25) 27/04

COAST PILOT 4               35 Ed 2003        Change No. 31
                                                                    LAST NM 26/04
Page 152—Paragraph 2299, line 2; read:
Turtle River Channel.

§165.756 Regulated Navigation Area; Savannah River,
Georgia.

(a) Regulated Navigation Area (RNA). The Savannah
River between Fort Jackson (32˚04.93'N., 081˚02.19'W.) and
the Savannah River Channel Entrance Sea Buoy is a regu-
lated navigation area. All coordinates are North American
Datum 1983.

(b) Definitions.The following definitions are used in this
section:

Bollard pull is an industry standard used for rating tug
capabilities and is the pulling force imparted by the tug to
the towline. It means the power that an escort tug can
apply to its working line(s) when operating in a direct
mode.

Direct Modeis a towing technique which is defined as a
method of operation by which a towing vessel generates
towline forces by thrust alone at an angle equal to or
nearly equal to the towline, or thrust forces applied
directly to the escorted vessel's hull.

Indirect Modeis a towing technique that, for the purpose
of this section, is defined as a method of operation by
which an escorting towing vessel generates towline forces
by a combination of thrust and hydrodynamic forces
resulting from a presentation of the underwater body of the
towing vessel at an oblique angle to the towline. This
method increases the resultant bollard pull, thereby arrest-

ing and controlling the motion of an escorted vessel.
LNG tankshipmeans a vessel as described in 46 CF

154.
Made-upmeans physically attached by cable, towline

or other secure means in such a way as to be immedia
ready to exert force on a vessel being escorted.

Make-upmeans the act of, or preparations for becomin
made-up.

Operator means the person who owns, operates, or
responsible for the operation of a facility or vessel.

Savannah River Channel Entrance Sea Buoymeans the
aid to navigation labeled R W “T” Mo (A) WHIS on the
National Oceanic and Atmospheric Administration
(NOAA) Nautical Chart 11512.

Standby means immediately available, ready, an
equipped to conduct operations.

Underwaymeans that a vessel is not at anchor, not ma
fast to the shore, or not aground.
(c) Applicability. This section applies to all vessels ope

ating within the RNA, including naval and other public ves
sels, except vessels that are engaged in the follow
operations:

(1) Law enforcement or search and rescue operation
(2) Servicing aids to navigation;
(3) Surveying, maintenance, or improvement of wate

in the RNA; or
(4) Actively engaged in escort, maneuvering or suppo

duties for the LNG tankship.
(d) Regulations.

(1) Requirements for vessel operations while a LN
tankship is underway within the RNA:

(i) Except for a vessel that is moored at a marin
wharf, or pier, and remains moored, no vessel 16
gross tons or greater may approach within two nautic
miles of a LNG tankship that is underway within the
RNA without the permission of the Captain of the Po
(COTP).

(ii) All vessels under 1600 gross tons shall keep cle
of transiting LNG tankships.

(iii) The owner, master, or operator of a vessel carr
ing liquefied natural gas (LNG) shall:

(A) Comply with the notice requirements of 33
CFR 160. Updates are encouraged at least 12 ho
before arrival at the RNA boundaries. The COTP ma
delay the vessel's entry into the RNA to accommoda
other commercial traffic. LNG tankships are furthe
encouraged to include in their notice a report of th
vessel's propulsion and machinery status and any o
standing recommendations or deficiencies identifi
by the vessel's classification society and, for foreig
flag vessels, any outstanding deficiencies identified
the vessel's flag state.

(B) Obtain permission from the COTP before com
mencing the transit into the RNA.

(C) While transiting, make security broadcast
every 15 minutes as recommended by the U.S. Co
Pilot 4 Atlantic Coast. The person directing the vess
must also notify the COTP telephonically or by radi
on channel 13 or 16 when the vessel is at the follow
ing locations: Sea Buoy, Savannah Jetties, and Fie
II-2.2
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(D) Not enter or get underway within the RNA if

visibility during the transit is not sufficient to safely
navigate the channel, and/or wind speed is, or is
expected to be, greater than 25 knots.

(E) While transiting the RNA, the LNG tankship
shall have sufficient towing vessel escorts.

(2) Requirements for LNG facilities:
(i) The operator of a facility where a LNG tankship

is moored shall station and provide a minimum of two
escort towing vessels each with a minimum of 100,000
pounds of bollard pull, 4,000 horsepower and capable of
safely operating in the indirect mode, to escort transiting
vessels 1600 gross tons or greater past the moored LNG
tankship.

(ii) In addition to the two towing vessels required by
paragraph (d)(2)(i) of this section, the operator of the
facility where the LNG tankship is moored shall provide
at least one standby towing vessel of sufficient capacity
to take appropriate actions in an emergency as directed
by the LNG vessel bridge watch.
(3) Requirements for vessel operations while a LNG

tankship is moored:
(i) While moored within the RNA, LNG tankships

shall maintain a bridge watch of appropriate personnel
to monitor vessels passing under escort and to coordi-
nate the actions of the standby-towing vessel required in
paragraph (d)(2)(ii) of this section in the event of emer-
gency.

(ii) Transiting vessels 1600 gross tons or greater,
when passing a moored LNG tankship, shall have a min-
imum of two towing vessels, each with a minimum
capacity of 100,000 pounds of bollard pull, 4,000 horse-
power, and the ability to operate safely in the indirect
mode, made-up in such a way as to be immediately
available to arrest and control the motion of an escorted
vessel in the event of steering, propulsion or other casu-
alty. While it is anticipated that vessels will utilize the
facility provided towing vessel services required in
paragraph (d)(2)(i) of this section, this regulation does
not preclude escorted vessel operators from providing
their own towing vessel escorts, provided they meet the
requirements of this part.

(A) Outbound vessels shall be made-up and escorted
from Bight Channel Light 46 until the vessel is safely
past the LNG dock.

(B) Inbound vessels shall be made-up and escorted
from Elba Island Light 37 until the vessel is safely past
the LNG dock.
(iii) All vessels of less than 1600 gross tons shall not

approach within 70 yards of an LNG tankship.
(e) LNG Schedule. The Captain of the Port will issue a

Broadcast Notice to Mariners to inform the marine commu-
nity of scheduled LNG tankship activities during which the
restrictions imposed by this section are in effect.

(f) Waivers. (1) The COTP may waive any requirement in
this section, if the COTP finds that it is in the best interest of
safety or in the interest of national security.

(2) An application for a waiver of these requirements
must state the compelling need for the waiver and describe

the proposed operation and methods by which adequ
levels of safety are to be obtained.
(g) Enforcement. Violations of this section should be

reported to the Captain of the Port, Savannah, at (912) 6
4353. In accordance with the general regulations in §165
of this part, no person may cause or authorize the operat
of a vessel in the regulated navigation area contrary to
provisions of this section.

(33 CFR 165; CL 570/04; FR 04/20/04) 27/0

COAST PILOT 6               34 Ed 2004          Change No. 5
                                                                    LAST NM 26/0
Page 116—Paragraph 1706, line 7 to Paragraph 1707,
1; read:
33 CFR 125.15.

Subpart F-Specific Regulated Navigation Areas and Lim-
ited Access Areas

§165.T09–012 Security and Safety Zone; M/V Spirit of
Ontario, Lake Ontario and adjacent waters, New York.

(a) Location. (1) Genesee River.The following area is
designated as a security and safety zone: all navigable wa
25 yards in all directions of the M/V Spirit of Ontario once
the vessel is in the Genesee River upstream of line dra
between the Rochester Harbor Light and the East Pier Lig

(2) Lake Ontario.The following area is designated as
security and safety zone: all U.S. navigable waters of La
Ontario 100 yards in all directions of the M/V Spirit of
Ontario once the vessel is lake-side (in Lake Ontario)
line drawn between the Rochester Harbor Light and t
East Pier Light.
(b) Definition. As used in this section,Captain of the Port

means the Captain of the Port Buffalo. The Captain of t
Port may authorize or designate any Coast Guard comm
sioned officer, warrant, or petty officer to act on his behalf
his representative.

(c) Regulations.In accordance with the general regula
tions in §165.33 of this part:

(1) No person or vessel may enter or remain in th
zone without the permission of the District Commander
Captain of the Port.

(2) All persons within this zone must obey any direc
tion or order of the District Commander or the Captain o
the Port, or the Captain of the Port’s designated repres
tative, which will be the on-scene patrol commander.

(3) Vessels constrained by their draft such that they a
required to enter the security and safety zone should o
operate at the minimum speed necessary to maintain a s
course and must proceed as directed by the on-scene pa
commander or the master of the M/V Spirit of Ontario.

(4) When the M/V Spirit of Ontario approaches within
25 yards of any vessel, on the Genesse River, that
moored or anchored, the stationary vessel must s
moored or anchored while it remains within the securi
and safety zone unless it is either ordered by, or given p
mission by the Captain of the Port Buffalo or the on-sce
patrol commander to do otherwise.
II-2.3



SECTION II NM 27/04

COAST PILOT 6 (Continued)

n
he
g-

y
rt

nnel
he
ry,
ing
io,
all
§165.901 Great Lakes-regulated navigation areas.
(a) Lake Huron. The following are regulated navigation

...
(FR 4/30/04) 27/04

COAST PILOT 7               36 Ed 2004        Change No. 12
                                                                    LAST NM 24/04
Page 8—Paragraph 144, lines 14 to 17; read:
lightships, buoys, fog signals, and electronic aids.

(NOS/04) 27/04

Page 177—Paragraph 2977, line 3; read:
zone by local law enforcement as necessary.

§165.1185 Regulated Navigation Area; San Francisco
Bay, San Pablo Bay, Carquinez Strait, Suisun Bay, Sacra-
mento River, San Joaquin River, and connecting waters
in California.

(a) Location. All waters of San Francisco Bay, San Pablo
Bay, Carquinez Strait, Suisun Bay, Sacramento River, San
Joaquin River, and connecting waters in California are a
Regulated Navigation Area.

(b) Definitions. “Liquefied hazardous gas (LHG)” is a liq-
uid containing one or more of the products listed in Table
127.005 of 33 CFR 127.005 that is carried in bulk on board a
tank vessel as a liquefied gas product. The hazards normally
associated with these products include toxic or flammable
properties or a combination of both.

(c) Regulations. All vessels loaded with a cargo of lique-
fied hazardous gas (LHG) within this Regulated Navigation
Area must proceed directly to their intended cargo reception
facility to discharge their LHG cargo, unless:

(1) The vessel is otherwise directed or permitted by the
Captain of the Port. The Captain of the Port can be reached
at telephone number 415-399-3547 or on VHF-FM chan-
nel 16 (156.8 MHz). If permission is granted, all persons
and vessels must comply with the instructions of the Cap-
tain of the Port or his or her designated representative.

(2) The vessel is in an emergency situation and unable
to proceed as directed in paragraph (a) of this section with-
out endangering the safety of persons, property, or the
environment.

§165.1187 Security Zones; Golden Gate Bridge and the
San Francisco-Oakland Bay Bridge, San Francisco Bay,
California.

(a) Location. All waters extending from the surface to the
sea floor, within 25 yards of all piers, abutments, fenders and
pilings of the Golden Gate Bridge and the San Francisco-
Oakland Bay Bridge, in San Francisco Bay, California.

(b) Regulations. (1) In accordance with the general regu-
lations in §165.33 of this part, entry into these security zones
is prohibited, unless doing so is necessary for safe naviga-
tion, to conduct official business such as scheduled mainte-
nance or retrofit operations, or unless specifically authorized
by the Captain of the Port San Francisco Bay or his desig-
nated representative.

(2) Persons desiring to transit the area of the security
zone may contact the Captain of the Port at telephone
number 415-399-3547 or on VHF-FM channel 16 (156.8

MHz) to seek permission to transit the area. If permissio
is granted, all persons and vessels must comply with t
instructions of the Captain of the Port or his or her desi
nated representative.
(c) Enforcement. All persons and vessels shall compl

with the instructions of the Coast Guard Captain of the Po
or the designated on-scene patrol personnel. Patrol perso
comprise commissioned, warrant, and petty officers of t
Coast Guard onboard Coast Guard, Coast Guard Auxilia
local, state, and federal law enforcement vessels. Upon be
hailed by U.S. Coast Guard patrol personnel by siren, rad
flashing light, or other means, the operator of a vessel sh
proceed as directed.

(FR 5/27/04; CL 298/04; FR 3/10/04) 27/04
II-2.4


